@NTEGRAL ACTUATOR

> Patented product
> Compact and Unique Design
> Ready to use solution for OEM & Panel Builders
> |P 20 Terminal protection,
IP 65 & IP 67 protection with shroud
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> Current rating of 6A at 240 V AC

> Isolated Terminals for NO+NC application i
> 500,000 Electrical operation at rated voltage |
> Mechanical life of | million operations

> Can be fitted in 30 mm dia with additional accessories

Flush Head

Cat. No. : EEOOFDA

Contact Configuration (3rd Digit):
1-1NO
2-1NC
3-1NO+1NC
4-2NO
5-2NC

Colour (4th Digit) : R G WB AC

Projecting Head Push Function
Cat. No. : EEOOPDA
Contact Configuration (3rd Digit):

1-1NO
2-1NC
3-1NO+1NC
4-2NO
5-2NC

Colour (4th Digit) :R G Y W B A C

Mushroom Head Push - Turn
Cat. No. : EEOOMH1
Contact Configuration (3rd Digit):

2-1NC
3-1NO+1NC

4-2
5-2NC
Colour (4th Digit) : R G

Mushroom Head Push - Function
Cat. No. - EEOOMD1
Contact Configuration (3rd Digit):

Colour (4th Digit)

Note: Colours available - R - Red, G - Green, Y - Yellow, W - White/Opal, B - Blue, A - Amber, C - Black
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